
 Read these instructions carefully before assembling this equipment.
 Check the equipment has been supplied with all parts and fixtures prior to assembly.
 Assemble in a suitable location.
 Two people will be required for assembly and three persons for installation of the screen on to the equipment.
 Do not attempt to alter or modify any part of the equipment or its attachments.
 Do not use if any parts are broken or appear to be damaged.
 Tighten all bolts and fixings securely with appropriately sized tools.
 Only use fixings provided with this bracket.
 Do not position the equipment close to sources of heat or moisture.

Assembly instructions for XL floor to wall stand
Screen interface not included with this product.

See spec sheets for individual bundle specifications

Component checklist

600mm aluminium extrusion assembled with joining plate x2 Wall mounting plate x1Upright trim pieces x2

Bolt-down base x1
Base trim piece x1

1200mm aluminium extrusion assembled with joining plate x2

Model No.
FAB5585FW

Factory No.
PMVSTANDFW

600mm trim inserts x6

TV mounting plate slider x4

Assembly kit checklist
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Trim inserts: You may find it easier to position the trim inserts in to the 1200mm uprights before fully assembling the stand. The trims can be 
inserted after assembly but installing them during assembly by sliding them down the extrusions via the formed groove will reduce assembly time 
and allow forward planning of equipment cabling.
Installation of the trim inserts in to the 600mm uprights should be carried out after the unit is fully together and prior to installing the end caps.
Note: The trim pieces can be cut with a safety knife to make small entry and exit points for cables.
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1200mm extrusion

Black joining plates

600mm extrusion

Cable gully

Note: Ensure base is the correct way down before installing uprights - x6 outer countersunk holes should be facing downwards.
1A - One at a time secure each 1200mm extrusion to the flat base using x3 A (x6 A total)
1B - Secure 600mm extrusions to 1200mm extrusions using x2 B (x4 B total) through the pre-assembled black joining plates. 



Secure to wall and / or floor

2 2A - Insert two mounting sliders in to the rear of slider gully of each extrusion.
2B - Align wall mounting bracket with the studs of each slider and secure in place with x4 C and x4 D
2C - Secure wall mounting bracket to wall, be careful not to support the weight of the stand with
the wall mounting bracket.
2D - If required secure base to floor using appropriate countersunk head fixings (x6)
2E - Finish base by sticking the base finishing trim over the fixings or fixing holes of the stands base.
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2D (Optional)

2B



Insert mounting plate sliders into the trolley uprights.
The sliders come with a soft pad on the back edge which help to hold the
slider in position within the slider gully.
The TV mounting plate sliders need to be inserted into the slider gully on
the front facing edge of each extrusion Fig 3A
1. Insert each TV mounting plate slider into the front facing slider gully
on each extrusion Fig 3B.
2. Position the sliders at an equal height, they should stay in position until
the TV plate is positioned over the threaded inserts.
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Trims and inserts.
Install any trim inserts into the uprights
before fitting the top trims.
Fit x2 trim pieces to top of uprights using
by hand.
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Notes before installing screen interface:
 PMVSTANDFW is compatible with a number of PMV screen mounts and interfaces, consult that screens user manual on how to secure 

correctly to your screen.
 See Step3 and Step4 below on how to secure a flat or tilting mount to the stand.
 For dual screen kits consult that user manual on how to secure to the stand, the method is the same for PMV trolleys and stands etc.

Install TV mounting plate - Example image
Two persons should be used to lift, position and fasten it in to place.
1. Align and level the TV mounting plate sliders within the slider gully as
described in article 3.
2. Position the TV mounting plate over all x4 threaded inserts on the mounting
plate sliders Fig 4A.
3. Fasten the mounting plate into position using x4 washers ( D - M8 washer ).

and x4 nuts ( F - M8 nut ) Fig 4B
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